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(54) Bezelchnung: LUFTAUSSTROMER, INSBESONDERE FOR EIN KRAFTFAHRZEUG 
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2 (57) Abstract: The invention relates to an air vent (1), especially for a motor vehicle, comprising an air channel for supplying air, 
^ and an air guiding device (4). The air channel is divided into at least two essentially cylindrical partial channels (1 la, lib) in the air 

guiding device (4), said cylindrical partial channels (1 la, 1 lb) being parallel to each other. Especially other partial channels (12a, 

12b) provided in the inventive air vent generate a swirling flow. 
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— Erfindererkliirung (Regel 4,17 Ziffer iv) nur fur US 
VerdfrenUicht: 

— mit intemationalem Recherchenbericht 

— vor Ablauf der fur Anderungen der Anspriiche geltenden 
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(57) Zusammenfassung: Die Erfindung betrifift einen LuftausstrSmer (1), insbesondere fUr ein Kraftfahrzeug, mit einem Luft zu- 
ftihrenden Luftkanal und einer Luftleitvorrichtung (4), wobei der Luftkanal in der Luftleitvorrichtung (4) in mindestens zwei im 
Wesentlichen zylinderfbrmige TeilkanMle (1 la, lib) geteilt ist, und die zylinderfSrmigen Teilkanale (Ua, lib) parallel zueinander 
angeotdnet sind. Dabei sind insbesondere weitere TeilkanMle (12a. 12b) voigesehen, welche eine Drallstr5mung erzeugen. 



